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CCT MODELS POWER
(W)

OPTIC LUMENS�
(lm)

EFFICACY�
(lm / W)

MAX CANDELA
(cd)

3000 Le 
Perroquet

13.7

Lens Spot 
(14°) 1 003 73 8 361

Lens
Flood 
(28°)

977 71 3 410

Reflector
Wideflood 

(40°)
937 68 1 386

14.8

Reflector
Medium 

(28°)
1 330 90 5 389

Reflector
Wideflood 

(46°)
1 313 89 2 638

Luminaire characteristic:

Source: White LED
2700K : 90CRI, 
2700K : 90CRI,
3000K : 90CRI,
3500K : 90CRI,
4000K : 90CRI,
90% of initial lumens at 50 000 hours 
(L90 B10) (LM-80).

Lumen maintenance:

Optics: Spot, medium and wide flood. 
High level of visual comfort.

Material: Body: Die-cast aluminium.
Adapter: Thermoplastic material.
High definition lens: Thermoplastic (LSP Optic).
Reflector: Aluminum (LFL, LWF Optics).

Mounting: Adjustable angle head with track adapter for 48V low 
voltage iGuzzini Filorail track (to be ordered separately).
360° horizontal (pan), and 180° vertical (tilt). 
The track heads can be mounted  
also on curved tracks.

Electrical: High efficiency LED driver, rated at 50 000 hours, 120V/277V.

Control: 0-10V: All track heads will be controlled together.
DALI: Track heads are individually addressable.

Finish: White (RAL9010) painted finish.
Black (RAL9005) painted finish.
Orange (RAL1007) painted finish.
Red (RAL3020) painteds finish.
Yellow (RAL1023) painted finish.
Sky blue (RAL5012) painted finish.

Weight: 1.28lbs (0.58kg).

Warranty: 5 year limited warranty.

Ratings: IP20	

Certification: cULus listed for dry location.
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MODEL SIZE INSTALLATION LED OPTIC FINISH (BODY) DIMMING CIRCUIT CLASS

ILP-FR
Le Perroquet
Filorail

80
Ø31/8" (80mm)

P
Track Pendant

924
2400K, 90CRI

927
2700K, 90CRI

930 
3000K, 90CRI

935 
3500K, 90CRI

940 
4000K, 90CRI

Lens

LSP
Spot (14°) 

LFL
Flood (28°) 

LWF
Flood (40°) 

Reflector

RFL
Flood (28°)

RWF
Wide flood (46°)

01�
White 

03 
Orange

02�
Black 

05 
Red

06�
Yellow 

09 
Sky Blue

TDA 1

DALI

TD10 ²
0-10V

CL2
Class 2

1 Track heads are individually addressable
2 All track heads will be controlled together
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ORDERING INFO
CLICK HERE

ACCESSORIES (TO BE ORDERED SEPARATELY)

 I143C - Directional flaps

 I139C - 45° cylindrical screen (Snoot)

 IZ50 - Refractor for elliptical distribution

 IZ45 - Honeycomb louvre - optic with lens

https://configure-sistemalux.iguzzini.com/configure?json={usertype:"anonymous",locale:"en-CA",productid:152,confparams:{"INSTALLATION_TYPE":"P","MODEL_P":"ILP-FR-80",}}
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DIMENSIONS

Le Perroquet Ø80
Ø31/8" (80mm) 

Ø31/8"
(80mm)

61/2"
(165.5mm)

515/16"
(150mm)

31/16"
(77.5mm)

PHOTOMETRIC DATA
Visit iguzzini.com/us for complete photometric data.

Le Perroquet Ø80
Ø31/8" (80mm) 

CCT
(K)

CRI POWER
(W)

OPTIC BEAM LUMENS�
(lm)

EFFICACY�
(lm / W)

MAX CANDELA
(cd)

MODELS

3000 90 13.7

Lens Spot 14° 1 003 73 8 361 ILP-FR-Ø80-930-LSP

Lens Flood 28° 977 71 3 410 IPL-FR-Ø80-930-LFL

Lens 
Wide Flood 40° 937 68 1 386 IPL-FR-Ø80-930-LWF

Reflector Flood 28° 1 330 90 5 389 IPL-FR-Ø80-930-RFL

Reflector 
Wide Flood 46° 1 313 89 2 638 IPL-FR-Ø80-930-RWF

81/8"
(227mm)

max 6'63/4"
(1943mm)

515/16"
(151mm)
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Lens Spot, (3000K, 90CRI)

90°

70°

50°

30°
10°

■ -0° H

CD 0

1 400

2 800

4 200

5 600

7 000

8 400

Center beam fc Beam width ft

17ft 28.9 4.7

34ft 7.23 9.4

51ft 3.21 14.1

68ft 1.81 18.8

85ft 1.16 23.5

102ft 0.80 28.2

Lens Flood, (3000K, 90CRI)

90°

70°

50°

30°
10°

■ -0° H

CD 0

583

1 167

1 750

2 333

2 917

3 500

Center beam fc Beam width ft

17ft 11.8 8.5

34ft 2.95 17.0

51ft 1.31 25.5

68ft 0.74 34.1

85ft 0.47 42.6

102ft 0.33 51.1

Reflector Flood, (3000K, 90CRI)

90°

70°

50°

30°
10°

■ -0° H

CD 0

900

1 800

2 700

3 600

4 500

5 400

Center beam fc Beam width ft

17ft 18.6 8.5

34ft 4.66 16.9

51ft 2.07 25.4

68ft 1.17 33.9

85ft 0.75 42.4

102ft 0.52 50.8

Lens Wide Flood, (3000K, 90CRI)

90°

70°

50°

30°
10°

■ -0° H

CD 0

233

467

700

933

1 167

1 400

Center beam fc Beam width ft

17ft 4.80 14.9

34ft 1.20 29.7

51ft 0.53 44.6

68ft 0.30 59.4

85ft 0.19 74.3

102ft 0.13 89.1

Reflector Wide Flood, (3000K, 90CRI)

90°

70°

50°

30°
10°

■ -0° H

CD 0

450

900

1 350

1 800

2 250

2 700

Center beam fc Beam width ft

17ft 8.57 12.4 13.6

34ft 2.14 24.9 27.2

51ft 0.95 37.3 40.8

68ft 0.54 49.8 54.4

85ft 0.34 62.2 68.0

102ft 0.24 74.6 74.6

CCT options 2400K 2700K 3000K 3500K 4000K

CRI options 90CRI 90CRI 90CRI 90CRI 90CRI

Multiplier 0.87 0.95 1.00 1.05 1.07
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